3%" + 15" measured from face of rall to outside edge of loop bar.

12'-6"

54t

2" _ V bar Spa.

2'-8"

30
See Detail ‘A- See Detail ‘B’

SIDE ELEVATION

(For connection to left end of Barrier)

Provide two 3" x 1'-0"
slots for lifting.

Center of Gravity | 423" |

3" chamfer

Location to be
determined by the Contractor.

Per 12'-8" Barrier Taper Section

2 Equal Spaces

g . [ REINFORCING A615 Gr. 60
l —_ = = = — B NO.
¢ 2 BAR OF | LENGTH | WEIGHT
I S R < BAR | SIZE SHAPE BARS| FT. LBS.
T e — _—— — — — N1 4 [ 2 111" 2.6
1 w2 | 4 [ 2 2-2" 2.9
PLAN VIEW e 4 i > 26" 23
., w4 | 4 [ 2 2'-9" 3.7
2" Min. Clear w5 4 [ 2 3-2" 4.2
4F1 w6 | 4 [ 2 34" 4.5
4FL| 4 — 2 12'-0" 16.0
T69° 4F2 | 4 — 2 76" 10.0
T \% 563 | 5 — 1 11-9" 12.3
22 Min. Clear LOOP ASSEMBLY
Possible Curb DETAIL ‘A’ 601 6 1 8'-5" 12.6
BENT BAR DETAIL 602 6 1 77" 11.4
603 | 6 [ 1 86" 12.8
gy
%" 2-9" 2| &
601~ e B| 5
o T e 602 e BAR| A | B
@ = : B 42 Vi | 10" | 1"
(=
— 603 V2
TYPICAL CONCRETE BARRIER RAIL = V3 R
TAPER SECTION F%,‘ v el i
V5 |2-0"| 2%
PERSPECTIVE VIEW V6 2’{%/% 22/é”
Elevation el
=
~ 8/!
024" Ry 4V bars
2 at each size required
Plan for stirrup assembly

NOTE:
Standard Road Plan RE-72 to be used in
conjunction with |[Standard Road Plan RE-71

LOOP BAR ASSEMBLY
(Left

Barrier Connection shown, invert for other end)

GENERAL NOTES

Details shown hereon are for the construction of a precast temporary concrete
barrier rail taper section.

Estimated quantity for one taper section is 0.6 cu. Yds. of concrete.

1'-10"

o_gh

1~ 10%" 3" L‘S—"‘

END SECTION FRONT
ELEVATION
@ 1" radius allowed.
e
o

Y

CHAMFER DETAIL

Vo T N

A
RIS
Void area for lifting
DETAIL ‘B’

LIFTING SLOT DETAIL

* 1" Chamfer to prevent spalling

ﬂ\ lowa Department of Transportation
-

Highway Division
STANDARD ROAD PLAN | RE-72

REVISION: Change nurioer of loop bars. REVISION NO.
6
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F-SHAPE TEMPORARY CONCRETE
BARRIER RAIL TAPER SECTION
(PRECAST)




